3/31/2006

G.N. -667

THE RESIDENT ENGINEER SHALL CONTACT THE PROGRAM DEVELOPMENT CHIEF OF SURVEYS
PRIOR TO THE PRE-CONSTRUCTION CONFERENCE FOR INSTRUCTION AS TO SETTING OF
TEMPORARY OR PERMANENT TIES FOR CENTERLINE ALIGNMENT CONTROL SURVEY MARKERS
(PC'S, PT*S, AND PI*S). PROJECT IMPLEMENTATION PERSONNEL WILL BE RESPONSIBLE
FOR SETTING THESE MARKERS.

G. N, ~703A

SHORT TERM PAVEMENT MARKING SHALL BE APPLIED TO THE PAVEMENT AFTER ANY OF THE
FOLLOWING: COLD MILLING AND/OR PLACING BITUMINOUS MATERIALS ( PRIME COAT),
LEVELING BINDER (MACHINE METHOD), BINDER AND SURFACE COURSES. SHORT TERM
PAVEMENT MARK ING PLACED ON THE SURFACE, SHALL COINCIDE WITH THE FINAL
PAVEMENT STRIPING. SHORT TERM PAVEMENT MARKING PLACED PRICR TO THE SURFACE
SHALL COINCIDE WITH THE EXISTING PAVEMENT MARKINGS. USE 4 FEET PER 40 FEET
(OR 10% PER STATION).

G. N, -781

RAISED REFLECTIVE PAVEMENT MARKERS SHALL BE PLACED IN ACCORDANCE WITH
STANDARD 781001, AND THE DETAILS SHOWN IN THE PLANS. IF THERE IS ANY
DISCREPENCY BETWEEN THE STANDARD AND THE DETAILS IN THE PLANS, THE DETAILS IN
THE PLANS SHALL GOVERN. THE FINAL PAVEMENT MARKINGS SHALL BE IN PLACE PRIOR
TO PLACING THE RAISED REFLECTIVE PAVEMENT MARKERS AND THE RAISED REFLECTIVE
PAVEMENT MARKERS SHALL BE PLACED MIDWAY IN THE 30 FOOT (9 m) SPACE BETWEEN THE
DASHED CENTERLINE STRIPES ( WHEN APPL{CABLE),

G, N, -1004. 01
COARSE AGGREGATE GRADATION CA-10 MAY BE USED WHENEVER COARSE AGGREGATE CA-6
[S SPECIFIED IN THE STANDARD SPECIFICATIONS.

_G.N. -1004. 03

REVISE ARTICLE 1004.03 (c) NOTE 5/ OF THE STANDARD SPECIFICATIONS TO READ:

* 5/ GRADATION CA-16 SHALL BE USED IN LIEU OF CA~13 WHEN THE SURFACE
COURSE IS LESS THAN 1 3/4 INCHES IN THICKNESS. CA-13 OR CA-16 MAY BE USED
WHEN THE SURFACE COURSE IS 1 3/4 [NCHES OR MORE IN THICKNESS.’
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